
Discharge Supply Plenums
• A variety of plenum options are available:
standard, silencer, gas and top filler panel.

• Specially designed for
acoustically sensitive
locations.

• Eliminates the need for
ductwork in retrofit
projects.

Water Source Heat Pump
• Efficient, environmentally friendly way to
provide additional heating and cooling.

• Copper (fresh water
or cooling tower) or
cupro-nickel (ground
or sea water) inner
tubes.

DDC Controls
• Factory installed and programmed
native BACnet DDC system.

• Stand-alone controls
or no controls options
for quick start up.

ERV1100w ERV2000w HRV450w HRV1000w AHU2000w

� Standard option � Option available upon request * Unit height and weight may vary based upon options selected.
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One stage, two stage
or proportional

One stage, two stage
or proportional

CFM Range
Nominal supply airflow range 800 to 1200 1200 to 2000 300 to 800 400 to 1400 1200 to 2000

Outdoor airflow range up to 1100 800 to 1500 300 to 500 400 to 700 1200 to 2000
Energy Recovery

Type of energy recovery component Wheel Wheel Plate Plate None
Heating
Hot water Capacity range (MBH) 50 to 70 60 to 90 25 to 50 50 to 70 30 to 120
Steam Capacity range (MBH) � � � � 50 to 110
Electric post heat Capacity range (kW) 2.5 to 12.5 2.5 to 12.5 2.5 to 10.0 2.5 to 15.0 �

Control Standard or proportional Standard or proportional �

Indirect gas heat Capacity range (MBH) 40 to 60 n/a n/a n/a n/a
Control Two stage or modulating n/a n/a n/a n/a

Hot gas reheat/ Capacity range (MBH) 30 to 40 40 to 50 n/a n/a n/a
WSHP Control On/off or modulating On/off or modulating n/a n/a n/a
Cooling
Split Dx Capacity range (Tons) 2.0 to 3.0 3.0 to 5.0 1.5 to 2.0 3.0 3.0 to 5.0
Chilled water Capacity range (Tons) 2.0 to 3.0 3.0 to 5.0 2.0 3.0 2.0 to 5.0
WSHP Capacity range (Tons) 2.0 to 3.5 3.0 to 5.0 n/a n/a n/a
Voltage (VAC)

120, 208 - 230/1/60 VAC � � � � �

208 - 230/3/60 VAC � � � � �

460/3/60 VAC � � � � �

Controls
No controls package � � � � �

DDC package � � � � �

Control interface (DDC units only) � � � � �

Frost Control
Non defrost � � � � n/a

Recirculation � � � � n/a
Exhaust only � � � � n/a

VSD frost prevention � � n/a n/a n/a
Weight (maximum lbs) *

Base unit with plenum * 700 970 325 350 779
Cabinet Dimensions (inches) * D x W x H D x W x H D x W x H D x W x H D x W x H

Base unit * 31" x 41" x 76" 31" x 48" x 83" 21" x 32" x 74" 21" x 41" x 77" 33" x 39" x 90"
Plenum - add to height * 17" or 25" 17" or 25" 21" 25" 19"

Accessories
Available on all vertical unit ventilators: duct smoke sensor, non fused disconnect, thermostat, wallcurb and wall louvers.




