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Safety Considerations
Hazards may exist within this equipment because it

contains electrical and powerful moving components.
Only qualified service personnel should install or service
this equipment. Observe precautions marked on literature
and on labels attached to the unit. Follow all safety codes.

Installation
Transportation
The AHU2000w unit should always be moved in a

vertical or slightly angled from vertical position.
Transportation of the cabinet on its side, front or back can
cause damage to external panels or internal supports for
heavy components. Take care to prevent damage to the
unit when it is being moved. Painted external components
are not structural and can be damaged easily by pressure
from moving equipment. If it is necessary to move the unit
with an appliance mover or two-wheeled dolly from the
side or front, adequate corner to corner support and paint
protection must be provided. Pressure on the center of a
side panel or door panel may cause denting.
It is possible to remove the side and front access door

to lighten the unit and/or prevent damage to the painted
panels. Instructions for door removal and side panel
removal can be found in the "Door Removal and
Reversal" section below and the "Side Panel Removal
and Installation" section on the page 5.
To avoid damage to the leveling legs, only move the

unit when the legs are fully threaded into the cabinet.

Internal Component Access
All internal components are accessible with the front

door opened. Increased internal access for system con-
nections may be possible by removing the front access
door panel and/or cabinet side panels. Instructions for
door removal and side panel removal can be found later
on this page.

Door Removal and Reversal

One reversible bottom hinge pin is mounted to support
the door during shipping. The door is factory set to be left
hand opening (hinges are on the left side when facing the
unit).

The front access door is removable and reversible in
the following manner:

Door Removal ** For left hand opening only **

1) Ensure that the door is closed and latched.

2) Remove the top hinge plate using a 1/4" hex driver.

3) Unlatch the 1/4 turn fasteners using the 3/8" Allen
wrench supplied.

4) Lift the door up and off the bottom hinge plates and
pins.

5) Reinstall the door using the reverse procedure.
6) Test door for proper operation. The door should now

be secure and open to the left.

Door Removal and Reversal ** For right hand opening only **

1) Ensure that the door is closed and latched.

2) Remove the top hinge plate using a 1/4" hex driver.

- 3 -

Top Door Hinge Plate

WARNING
Disconnect the main power switch to the unit before
performing service or maintenance. Electric shock can
cause personal injury.

CAUTION
Use caution when removing and unfastening latches,
as the door will become loose and may fall. Ask for
assistance to hold the door or tape the door to the cab-
inet to prevent damage and injury.

CAUTION
Use caution when removing and unfastening latches,
as the door will become loose and may fall. Ask for
assistance to hold the door or tape the door to the cab-
inet to prevent damage and injury.




